
The Val-Co® light Trap offers high light reduction, low airflow 

resistance, streamlined profiles, high corrosion resistance and a low cost 

installation. Units are available in multiple sizes and configurations to fit 

your needs. 

Val-Co light Traps can easily be used in retrofit or new installations. 

Val-Co’s representatives can size a system for you that will optimize price  

with performance. also 

available as a metal framed 

cartridge (shown here to  

the right).

Contact us to find out more 

detailed information about 

how our light Traps can  

benefit you!

High light 
Reduction  

& low 
airflow 

Resistance 
at Its Best!

Light Traps

Val-Co’s new light Traps – 
 available with the framed metal cartridge (shown 

right), or without the metal cartridge (shown above).



Call your local Val-Co representative or distributor for 
more information on these and our other fine products.
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LIGHT REDUCTION FACTOR
Outside/Inside

1” Gap 3,100,000:1 BESS #04073

.75” Gap 7,000,000:1 BESS #04074

Instrumentation:  International Light IL-1710 Light Meter

www.val-co.com

North america:
Phone: 800-99ValCo (800-998-2526) 

Fax:  (+1) 419-678-2200 
E-mail: sales@val-co.com

International: 
Phone: (+1) 419-678-8731  

Fax: (+1) 419-678-2200
E-mail: intl.sales@val-co.com

The Val-Co Family 

• Watering Systems

• Feed Bins, Fill Systems

• Feeders

• Nest & Egg Collection Systems

• Cage & Cage-Free Equipment

• Brooders & Heaters

• Evaporative Cooling 

• Fans & other Ventilation

• Whole House Controllers™

• Incinerators

• alarms

• Flooring


